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f4-40UNC 16.330.13 (B) 12554005 _ DATE CODE 1. D-SUB
6.00£0.5 5.15 o 1.1 Contact Current Rating: 2 Ampere per Contact.
g g 9l 8 1.2 Contact Resistance: 30 Milliohms Max.
S 3 = Y B Sl S 1.3 Insulation Resistance: 5000 Megohms Min.
9 3 Al g e 1.4 Dielectric Withstanding Voltage: 500V AC(RMS)
B : " ﬂ 1.5 Connector Mating Force: 4.54 Kgf Max.
3 2990 osasoiozzT =l 0.5040.05 1.6 Connector Unmating Force: 0.34 Kgf Min.
o Eggggiggg e 1.7 Durability: 500 CYCLES.
7 305095 1.8 Operating Temperature: —20°C to +85°C
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r 3104020 1. MATERIAL:
AVEVEVEVEVEN G
L‘IEEr mmimmom | T T I () — Housing:PA66 Halogen—free, UL 94V-0, Color:Blue.
B #4-40UNC/ Terminal:Copper Alloy.
—i- B 1080025 Shell:SPCC.
PIZ Boardlock:Brass.
Rivet:Copper Alloy.
Screw:Copper Alloy.
2. FINISH:
ondoff Terminal:Gold Plated over Nickel at Contact Area.
e Tin Plated over Nickel at Solder Ared.
- 2esa e 074 Shell:Nicke! Plated.(SALT SPRAY:48 HOURS).
a1 Ve b > =Rk Boardlock:Tin Plated.
[ e AN NOCE Rivet:Nickel Plated.
NN e Screw:Nickel Plated.(SALT SPRAY:48 HOURS).
= 229 \ 15-61.00 3. This Product is LEAD-FREE & HALOGEN-FREE
0.25 56" O e Compliance Product.
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