L | K

37.9140.38
2| 32.50+0.25 (A)
g2 24.0240.13 (B)_, #4-40UNC 50505
g il 50£0.
e [ een| B
o) =
N7 «©
X el
F = 8 S D H
|_| k7 i |_| Tl = &3
Rl o ol S
R '|_ ol &
NS
o
W [NNL] Im V"\)
‘ 2-3.80+0.38 | o _JI 0.5040.05
(D) 32.50+0.38 S
H
<
<
()
M)
MR =T ===
o~ ﬁ 0| ol N
S [_ 1.905 g <
g <7 ol 5 g
N T el aiin PN
IR —aiiii [ﬂﬂ\qg G
‘ 4-0.4040.05x0.2540.03 (UPPER PIN)
10.2040.25 2-0.50£0.05x0.30£0.03 (UPPER PIN)
! 17.3510.25 24-0.50+0.05x0.30£0.03 (UPPER P\N)
27.004£0.25
32.50
27.00
o 1905 4735 | | 5-91.30
o W
gl 10.20 / 6-90.80
! ® QB cs }
n 000&9@ 3°5Z
S ®90000° 4 yary
(251 ooo'eem €19
3
9 £ 24-91.00 M 127 38 g
ol -$3.20 254 N Lo o
[
19.05

RECOMMENDED P.C.B. LAYOUT(P.C.B THICKNESS=1.6mm)
COMPONENT SIDE VIEW(TOLERANCE:+0.05)

INSPECTION DIMENSION:CA>~CI)

SPECIFICATIONS

1. DVI

1.1 Voltage: 40 VAC(RMS) Max.

1.2 Current Rating: 1.5 Ampere per Contact

1.3 Contact Resistance(UPPER): 30 Milliohms Max.
A4 Insulation Resistance: 1000 Megohms Min.

.5 Dielectric Withstanding Voltage: 500V DC(RMS)
.6 Total Mating Force: 4.5 Kgf Max.

.7 Total Unmating Force: 1.0 Kgf Min.
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1.8 Operating Temperature: —=55°C to +85°C

NOTES

1. MATERIAL:
Housing:PBT, UL 94V-0, Color:lvory.
Bracket:LCP, UL 94V-0, Color:Black.
Terminal:Copper Alloy.
Shell:SPCC.
Shield:Stainless Steel.
Boardlock:Steel.
Rivet:Copper Alloy.

2. FINISH:

Terminal:Gold Plated over Nickel at Contact Area.

Tin Plated over Nickel at Solder Ared.
Shell:Nickel Plated.
Shield:Hot Dip Tin.
Boardlock:Tin Plated.
Rivet:Nickel Plated.
3. This Product is LEAD-FREE & RoHS Compliance
Product.

@ Champyang International Ltd., Co

FILENO: ADVO01 ( Series) TL; -1/ FOIALE ROHT MGLE ‘;’E inch
TOLERANCE(2 %) : P';\QTT ;lﬁ? ADVOT—F4S—1x2214AN2 Stg/}‘;'”E 1:1
0.000 mm £ 0.13 mm DRAWNBY | _ DATE REV. | o
AO RELEASED Allen  |2019-10-04 2-00 mm £ 0.25 mm 5y en | gy |2019-10:04 )y ok
ng: = 49° HECKED BY DATE
REV DESCRIPTION. APPD. | Date 0.0 =22 CHESKERSYL Amen | Mg [2019-10-04| @ £
A | B | C D | Page: 1of 2




